
SIGNAL
Tra�c signal intersections are well-known devices used 
throughout the area. Roundabouts o�er alternative 
advantages such as limiting tra�c delays during non-peak 
times and lessening yearly maintenance costs associated 
with signals. Although, there can be a learning curve 
associated with roundabouts.

WAMPO GRANT

Provide your input or
view full presentation at
www.belaireks.gov

The City received a grant from 
WAMPO which will cover $4.2 

million of the construction costs.  
The remainder of the construction 

costs along with the design fees and 
right-of way costs will be paid for by 

the City. There may be an 
opportunity for additional funding 
in 2020 but cannot be guaranteed.

3-Lane w/Tra�c Signal  $2.59 million
3-Lane w/Roundabout  $2.76 million
5-Lane w/Tra�c Signal  $3.89 million
5-Lane w/Roundabout  $3.99 million

Bel Aire’s Share of
the Project Costs

3�LANE 5�LANE

WOODLAWN EXPANSION
PROJECT OVERVIEW

ROUNDABOUT

From railroad tracks to 45th intersection,    
what’s your vision for Woodlawn5-lanE.

From 37th Street to the
railroad tracks will be a 

The tra�c analysis estimates that in 20 years the tra�c on 
Woodlawn, south of Perryton, will be just over 20,000 
vehicles per day.

FYI:

ADDITIONAL
DESIGN
DETAILS Walk & Bike

Paths Crosswalk

WHY 3�LANE VS. 5�LANE?

WHY ROUNDABOUT VS. TRAFFIC SIGNAL?

*20,000 cars is a common threshold used by engineers to
determine if a 3-lane or 5-lane is needed.
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